Abstract -Recent experimental and theoretical developments concerning the interaction of laser light w i t h a c t o r y solids are reviewed, with emphasis on long, low-power density pulses. Compared to short, high-power density irradiation, long pulses produce principally thermally-driven evaporation which can be related to the thermochemical properties of the heated surface. Surface temperature measurement and calculation methods are outlined and the use of mass spectrometry to analyze the vapor is reviewed.
INTRODUCTION
The incidence of short nanosecond-to millisecond-wide pulses of laser light on solids serves two functions. First, it is used to produce desirable changes in the substrate, including welding, annealing and alloying [l,2] . Second, laser irradiation can remove solid, either by a thermally-activated evaporation process or by an explosive ejection of material sometimes called ablation. The second application is the subject of this review.
In addition to the well-established laser machining operations(cutting, welding, drilling), two examples of practical application of laser vaporization are production of clusters of many materials and production of thin films of high-T, superconducting ceramics. In the former application, the laser-generated vapor is condensed in an inert carrier gas and transported to detection instrumentation [3] . In the latter application, targets of bulk material are vaporized in vacuum and deposited as superconducting films on suitable substrates [4] . In this application, congruency of vaporization, meaning that the composition of the vapor is equal to that of the solid, is critical. Finally, laser vaporization(or ablation) is the basis of a commercial ion source for mass spectrometric analysis of solids .
Laser heating can also be used as a convenient surface heat source for fundamental studies that simulate vaporization process occuring in systems that are normally heated by other means. For example, the very high temperatures that can occur in a nuclear reactor core during a severe accident are produced by a combination of nuclear heating from decay of fission products and chemical heating from steam-oxidation of the metallic components of the fuel element. Temperatures as high as 3000'C can be attained, and vaporization of of the UO, fuel and refractory fission products is a major ingredient in analysis of such an accident. In another example, disruptions of the thermonuclear plasma in tokamak-type fusion reactors results in rapid energy deposition on plasma-facing components, which are constructed of or lined with refractories such as graphite, silicon carbide or tungsten. In this case heating is caused by a combination of high-energy ions and electrons and X rays. Vaporization of the wall materials can adversely affect the power balance in the plasma and must be controlled. In a final example, aerodynamic frictional heating during re-entry of space vehicles is accomodated by heat shields fabricated of graphite composites, which are designed to vaporize in a controlled fashion at the peak temperatuns achieved.
In these three cases of diverse modes of heating of a solid, substitution of pulsed-laser heating provides a useful method for studying the kinetic and thermodynamic aspects of the vaporization process that cannot be achieved using the actual heat source. The laser can be focussed on to a spot of small diameter(typical1y several millimeters) on the surface, which as a result is driven briefly to very high but controllable temperatures(4000-5000K). The laser provides a localized, mainly surface heat source, so that the target serves as its own crucible. Conventional steady-state means for investigating vaporization processes, such as Knudsen-cell or transpiration methods, require heating of bulk structures to high temperature. These methods are limited to maximum temperatures of about 3000'C by the lack of container materials to hold specimens at higher temperatures. Usually, chemical reaction between specimen and container dictate a lower useable maximum temperature than that determined solely be container melting. Both of these restrictions are absent in laser heating.
Except where an ambient gas atmosphere is required for a particular application, most laser evaporation experiments are conducted in vacuum. This environment aids in maintaining surface cleanliness, allows use of in situ detectors such as mass spectrometers and surface analyzers, and avoids vapor interactions with another gaseous species.
Measurement of vaporization by laser heating is not without severe drawbacks. Principal of these is the difficulty in measuring the temperature of the surface during the heating transient. This is possible only for relatively long pulses(order of milliseconds) characteristic of conventional-mode Nd-glass lasers, but conventional optical pyrometry is not feasible for nanosecond pulses from an excimer laser. A second difficulty is the variety of physical processes which can occur during the interaction of the laser with the solid. The surface of the target usually melts and because of the recoil pressure of the vaporizing material, radial flow of the liquid can occur. The molecules in the vapor may collide with one another, changing the blowoff from a free-molecule flow to a gasdynamic expansion. At sufficiently high vapor densities, the laser may interact with the plume thereby creating a plasma and shielding the surface from the incoming laser light. The multitude of processes which can occur and their dependence on laser power, pulse length, wave length and material properties such as thermal conductivity and vapor pressure, renders clean-cut physical interpretations of the results problematic.
Despite these difficulties, pulse-laser heating of solids has become an important tool in studying the vaporization process at temperatures unattainable by conventional means.
REGIMES OF LASER-SOLID INTERACTIONS
The absorbed power density is a convenient although not unique measure for categorizing the nature of the laser-solid interaction. This quantity, together with the pulse duration and the reflectivity of the surface, determines the absorbed energy density. The consequences of energy absorption depend on a wide variety of physical and chemical properties of the target material, chief among which are the thermal diffusivity, the vapor pressure, and the optical absorbance. These properties govern the depth of penetration of the thermal front, the maximum surface temperature and the density of the vapor just above the surface.
In this review, only laser power densities which produce significant vaporization will be considered. At power densities from approximately lo3 to lo4 W/cm2 only modifications of the target , such as melting or annealing, occur.
Low laser power density -long pulse time
Power densities less than about lo5 W/cmZ lasting for approximately a millisecond are sufficient to heat the surface of poorly-conducting materials such as oxides to temperatures in the vicinity of 4000 K. To reach comparable temperatures on a metal surface, longer pulses or higher power densities are required to compensate for the greater heat loss by conduction into the bulk solid.
Under these conditions, the main mechanism of material removal is ordinary vaporization into a vacuum. The kinetics of this process were described many decades ago by Langmuir by application of the principle of detailed balancing. This principle states that at equilibrium, the rates of all foward and reverse processes must be equal. Thus, the rate of evaporation of a solid or liquid in contact with its equilibrium vapor is equal to the rate of impingement of molecules from the gas on the surface, which is calculable from gas kinetic theory, times the probability that the molecules stick, or condense. Langmuir then assumed that the vaporization rate remains unchanged when the equilibrium vapor is replaced by a vacuum. The resulting Hertz-Langmuir formula, is the basis for measurement of the vapor pressure-temperature relationship for refractory metals such as tungsten.
In Eq(l), F is the vaporization flux from the surface, Ts is the surface temperature, which is in general time-dependent, m is the mass of the evaporating molecule and k is the Boltzmann constant. The parameter a is the evaporation(or condensation) coefficient, which accounts for imperfect sticking of impinging molecules on the surface. It is usually close to unity unless the vapor species has an appreciably different molecular structure from that in the condensed phase. Crystalline arsenic, for example, has a rhombohedral crystal lattice structure but the vapor consists of tetrahedral As, molecules. The sluggish rate of atomic rearrangement prior to Vaporization is manifest as a very low evaporation coefficient for this elementl51.
If the solid contains more than one element, say A and B, and evaporates as molecules AiBI, the flux of a particular species characterized by the stoichiometric numbers i and j is given by:
where Pij is the partial pressure of AiB,(g) in equilibrium with the condensed phase at the surface of temperature T, and composition x,(expressed as the atom fraction of A, for example). The dependence of the vaporization rate of each molecular species on the surface A-to-B ratio means that all vaporization fluxes depend on the rate at which A or B can be supplied to the surface by diffusion from the bulk in order to replenish the loss by vaporization [6] .
The less-volatile constituent of the condensed phase becomes enriched at the surface with respect to the bulk composition. This is associated with incongruent vaporization, in which the composition of the vapor is different from that of the bulk condensed phase. For example, the vapor flux from uranium carbide is rich in U(g), with smaller quantities of UG(g) and C,(g); vacuum vaporization of the superconducting oxide YBa.$u,07 first produces essentially pure molecular oxygen, followed by the oxides and atoms of copper, then the vapor species of the refractory oxides of barium and yttrium Incongruency occurs only in the initial stages of vacuum vaporization. If the surface is maintained at a constant temperature(greater than that of the bulk), the total vaporization rate, and hence the surface recession speed, also approach steady-state values. When this state has been achieved, a simple mass balance over the moving surface requires that the compositions of the solid and the vapor be equal. This condition of "forced congruent vaporization" [7] is achieved at times greater than the characteristic time @/uZ)", where D is the mutual diffusion coefficient in the binary A-B condensed phase(which is usually liquid for significant vaporization to occur) and u is the speed of surface recession. The latter is related to the vaporization fluxes by [6] :
where p is the mass density of the condensed phase at the surface, assumed to be independent of the A/B ratio, and MA and MB are the atomic weights of elements A and B. respectively. Forced congruent vapoxization can also be achieved in periodic pulsed evaporation.
Thus, equilibrium vacuum vaporization of multicomponent solids by laser or other heat sources involves a complex coupling of temperature and surface composition -heat and mass transport in the near-surface regions of the condensed phase, which governs the surface -vaporization kinetics according to the Hertz-Langmuir theory -the thermochemistry of the material, by which the equilibrium pressures in Eq(2) are determined.
Effect of molecular collisions in the gas phase
If the laser power density is such that only modest surface temperatures are reached and the vapor pressure of the material is low at these temperatures, the molecules emitted from the target do not undergo collisions in the vapor phase. This is the free-molecule flow regime. Far from the surface, a density-sensitive detector should observe a cosine angular distribution. a speed distribution corresponding to a Maxwell distribution characteristic of the surface temperature, and a total evaporation rate given by Eq( 1).
At input power densities roughly between Id and lo6 W/cmz, collisional effects in the vapor become significant.
The transition between the free-molecule and the gasdynamic vapor blowoff regimes can be studied by Monte Car10 methods [8] or by the simpler test-particle method [9] . In the latter method, the number-density distribution of vapor molecules above the evaporating surface is fist calculated assuming collisionless flow. For a finite source, this distribution varies from the density corresponding to one half of the equilibrium vapor pressure at the surface temperature to zero far downstream from the surface. Then a test particle is emitted from the center of the evaporating surface along the normal. Knowing the atomic scattering cross section of the vapor molecules, the probability that the test particle escapes from the cloud without undergoing a collision is determined as a function of surface temperature(or equivalently of the vapor pressure). Figure 1 shows the results of such a calculation for steady-state evaporation of uranium dioxide from an 8-mm-diameter heated spot.The collision cross section was taken to be 0.43 nm2. The curves correspond to various levels of rigor in the analysis; curves c and d probably bracket the exact result. At low temperatures, the escape probability is unity, which signifies collisionless flow. At high temperature, the probability of escape is zero, meaning that the flow is of the gasdynamic type similar to that of a gas jet expanding from a high pressure reservoir through an orifice into a vacuum. Over a 400 K range, the escape probability drops from 1 to 0. The transition from free-molecule to gasdynamic flow can be defined to occur when the escape probability is one half, which, for UO,, is about 2600 K. The calculation shown in Fig. 1 is for steady evaporation. A similar analysis can be performed for the temperature transient produced by a heat pulse which has a triangular temporal shape. For a pulse width of 0.2 ms, the 50% escape probability occurs at a temperature about 50 K higher than that for the steady-state case.
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The analysis leads to the following rule of thumb for approximating the 50% escape probability temperature for other conditions or other materials: the product of the equilibrium vapor number density at the surface temperature, the collision cross section, and the radius of the heated spot is approximately 2.5 [9] .
The effect of intermolecular collisions in the vapor in the gasdynamic regime is to transform random thermal energy of the vapor molecules into translational kinetic energy along the normal to the surface. This phenomenon occurs in both expansion of a high-pressure gas from an orifice [lO] or of the blowoff from a laser-heated spot on a solid or liquid surface [l1,12] . However, the analogy between these two situations is not exact because in the latter a thin transition zone known as the Knudsen layer separates the surface and the beginning of the adiabatic expansion (Fig. 2) . In this layer, the translational distribution along the normal(z direction) changes from a half-Maxwellian at the surface to the full Maxwellian on the downstream side of the Knudsen layer. In Eq(5), v, is the molecular speed component in the z direction, v, is the flow speed about which the distribution is centered and TK is the tempeiature characterizing width of the velocity distribution along the normal to the surface.
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The adiabatic expansion following the Knudsen layer narrows the distribution somewhat but does not appreciably affect the mean flow speed[l3]. The number density of the vapbr decreases roughly as the inverse square of the distance. The flow becomes supersonic in the sense that the flow velocity exceeds the local sound velocity. In addition, the flow velocity is greater than the mean speed of the Maxwellian distribution at the surface temperature by a factor ranging from 1.26 to 1.64 [13] . The gasdynamic flow is "cold' because TK < Ts as a result of transformation of thermal motion to directed flow. The angular distribution of the flow is more sharply peaked about the normal than that in a collisionless vapor; the distribution varies as cos"9 where 9 is the angle from the surface normal and n > 2.
At the freezing plane in Fig. 2 , the gas density becomes so low that intermolecular collisions cease, and the gas continues to expand in free-molecule flow.
With respect to a detector downstream of the surface, the principal effect of the modifications of the flow due to the combined effects of the Knudsen layer and the gasdynamic expansion is to speed up the gas by 26 to 64%. The gas density sensed by the detector, however, is not greatly affected. In both free-molecule and gasdynamic expansions, molecules leave the surface at a rate given by Eq(1). In the latter case, three effects must be considered. First, the recondensation on the surface which occurs by backscattering of molecules emitted from the surface on the outer edge of the Knudsen layer reduces the vaporization flux by 18 -25% Second, for a fixed evaporation rate, the higher flow speed proportionately reduces the number density to which the detector responds.
Finally, the sharper-than-cosine angular distribution provides more molecules along the surface normal where the detector is usually located. The combination of three effects leads to very little change in the measured number density from the gasdynamic expansion compared to what would be observed for a collisionless flow[l4]. Thus, the principal observable difference between a gasdynamic expansion and a free-molecule flow vaporization process is the higher mean speed of the former. This conclusion ignares the possibility that the gasdynamic expansion may result in a highly supersaturated vapor in which nucleation and growth of clusters may occur.
High laser power density -short pulse times Although the principal concern here is the nature of the laser-solid interaction during low power density pulses of millisecond lengths, a brief review of the ty-pe of interaction when the power density exceeds lo' to 10' W/cm2 is in order.
At low power densities, the interaction has an essentially thermal character, in the sense that the material removal rate follows the vapor pressure according to Eq(1). For higher power densities delivered in pulse times on the order of tens of nanoseconds(typica1 of excimer lasers) a variety of other, nonequilibrium, mechanisms assume greater importance than thermally-driven emission. These are generally of the "explosive" type involving emission of large masses of material rather than individual molecules.
One of the earliest of these mechanisms to be proposed is the recoil pressure model proposed by Ready[ 151 and others[l6] ,. In this process, the rapid, initially thermally-driven vaporization flux creates a back pressure on the surface in much the same way that the flow from a hose produces a force on the structure(or person) holding the hose. The back pressure created by the departing vapor is about one half of the vapor pressure at the surface temperature[l7]. This recoil pressure can contain the hot liquid surface and prevent further evaporation, thereby producing a superheated liquid. As the pulse ends, the restraining vapor escapes and rapid nucleation of vapor bubbles in the superheated liquid leads to explosive release in the form of ejected droplets A modification of this model involves subsurface heating of the liquid [l8,19] . If the condensed phase does not strongly absorb the incident laser light, in-depth heating rather than purely surface heating occurs. The energy deposited decreases exponentially with depth in the condensed phase with a characteristic length equal to the reciprocal of the optical absorption coefficient. The combination of in-depth energy deposition and cooling of the surface due to the necessity of supplying the heat of vaporization to sustain the initially thermal evaporation results in a maximum temperature below rather than at the surface. The high vapor pressure of the material at the location of the temperature maximum drives nucleation and growth of vapor bubbles, thereby leading to an explosive release of both the gas and entrained liquid.
Droplet emission has been clearly demonstrated by scanning electron micrographs of the surface of laser irradiated gold [20, 22] . The model proposed involves heating and thermal expansion of small protuberances or asperities on the surface which, because of thermal expansion, tend to be driven away from the surface. If the kinetic energy of the minute liquid hills exceeds the enegy required to create additional surface area to form a detached drop, the latter are ejected from the heated surface.
Emission of chunks of solid can occur in metals which do not even reach the melting point during the laser pulse [20, 21, 23] . In this process, the steep temperature gradients in the solid generated thermal stresses that exceed the fracture stress. The result is creation of flakes of solid which become detached from the surface. Tungsten and alumina exhibit this type of behavior [20] .
In addition to the athermal material removal processes, absorption of the incident laser light by the vapor can also occur at high laser power densities. The hot, high-density vapor plume produced by thermal vaporization can become ionized by a variety of mechanisms and ultimately create a full-fledged plasma that strongly absorbs incident laser light. Free electrons and ions are produced in any hot gas by the Saha equilibrium which has a Boltzmann-factor temperature dependence involving the ionization energy of the neutral atom or molecule A. In addition, electrons and ions can be emitted directly from the condensed phase at a rate governed by Richardson's equation:
where W is the electron or ion work function of the solid or liquid [24] .
Mechanisms by which laser light is absorbed by the vapor include an inverse Bremstrahlung prccess, whereby free electrons in the vapor interact directly with the laser photons [25] ; bound-free adsorption, in which bound electrons are pumped to the inoization level by absorption of one or more photons [2] ; and bound-bound transitions driven by laser photon absorption in the atoms or molecules of the vapor [26] . Ignition of plasmas in atmospheric-pressure air occurs at power densities as low as 10' W/cm2 [27] , so comparable thresholds would be expected in vapor plumes which attain similar number densities. For most systems, the laser power density at which vapor absorption of laser light begins is probably closer to lo8 W/cm2 [25] . Vapor-absorption processes can so efficiently shield the surface from the laser light that the material removal rate per laser pulse actually decreases as the power density increases [25] . However, target heating even with strong vapor absorption can continue by thermal conduction or radiation from the plasma to the surface. In metals, ultraviolet reradiation from the plasma can even enhance energy absorption by the surface if the laser is in the infrared where absorptance is low [27] .
EXPERIMENTAL ASPECTS -LOW POWER DENSITIES
A large number of diagnostic tools have been employed for characterizing the nature and extent of laser-evaporated plumes. These include:
-measurement of the depth of the depression in the target material after a number of identical laser shots. This [24] . Alternatively, if the vapor pressure-temperature relation is known for the target material, the crater depth serves as a measure of the temperature [20, 28] . The amount of material removed is an integral measure of the consequence of the laser-solid interaction.
-Vapor condensation on collection disks surrounding the target. This technique is also an integral measure of the interaction. In conjuction with neutron activation analysis, it is useful for measuring the total quantity vaporized as well as the angular distribution of the plume [29] . The condensate on the disks can also be examined by scanning electron microscopy or replica transmission electron microscopy to determine if visible(micron-size) droplets were emitted from the surface or were formed by condensation in the gasdynamic expansion [29, 30] .
-I n siru mass spectrometry. This technique is useful in assessing whether the ratios of molecular species emitted during the pulse conforms to thermochemical expectations [ 14, 24, 29, 31, 32] .
-Recoil momentum measurements by ballistic pendulum. Both the target and a collection disk can be suspended by fine wires and their deflection following a laser pulse on the target measured. This technique can be used to provide an average "temperature" and vapor pressure during the pulse[331.
-Charged particle(ions, electrons) detection [24] or deflection [29] . Faraday probes, deflecting magnets and grids and the mass spectrometer proper can be used to assess the contributions of ions and neutral species in the vapor.
-Laser-induced fluorescence analysis of the vapor plume using a separate pulsed dye laser probe which traverses the plume but does not strike the surface [28] . This technique also requires a spectrophotometer to analyze the light emitted by the excited vapor molecules. The technique is useful for determining the rotational and vibrational temperatures of species in the vapor.
-Time-of-flight techniques using a quadrupole mass spectrometer [29] or spectroscopic methods [28] .
Measurement of the time required for the vapor molecules to traverse a known distance in vacuum permits determination of their average speed. It is of particular interest to know whether this speed is that characteristic of a Maxwellian distribution at the surface temperature, which would indicate free-molecule flow, or whether the flow has been accelerated by the gasdynamic expansion and changes occuring as the Knudsen layer is crossed[l3,29].
-Use of a time-of-flight mass spectrometer(not to be confused with the time-of-flight technique described in the preceding paragraph). This instrument differs from a quadrupole mass spectrometer because separation of the masses is effected by drift down a long tube. It is especially useful in analyzing very high molecular weight molecules , and is probably the only instrument that can detect clusters due to condensation in gasdynamic vaporization. It has been used for this purpose with supersonic molecular beams for some time [3] A typical experimental setup using quadrupole mass spectrometric detection is shown in Fig. 3 . Its features and the type of measurements it permits are discussed below.
Surface temperature measurement and calculation
As shown in Fig. 3 , an optical pyrometer is aimed at the same spot on the target that is irradiated by the laser beam. Either specially made pyrometers [34] or commercial automatic optical pyrometers [29] can be used for this purpose. Direct temperature measurement by optical pyrometry is applicable only to slow msients(i.e., pulse widths of about 100 ps or greater). Accurate temperature measurement requires careful attention to a number of potential problems.
-Appropriate preamplifkation of the output signal from the electron multiplier of the pyrometer is necessary to avoid signal distortion by cables leading to the recording device, which is usually an analog-to-digital recorder.
-Means of extending the calibration of the pyrometer to temperatures well beyond those available in standard NBS-calibrated sources. Black-body sources are available up to 3000'C; calibration to higher temperatures can be accomplished using Planck's law.
-The emissivity of the surface(in both the solid and liquid states) must be known in order to convert the bfighmess temperature to the true temperature. -Pulse power densities must be low enough to avoid significant emission of radiation from the hot plume at the wavelength of the optical pyrometer. Also, the plume should be optically transparent to the thermal radiation originating from the surface [35] . This requirement effectively limits the maximum temperatures which can be accurately determined by optical pyrometer to somewhat over 4000'C for refractory targets which have relatively low vapor pressures [26] . The limiting temperature would be considerably lower for aluminum, for example.
-The radial power density distribution in the laser beam should be flat enough that the p p m e t e r view spot intercepts a circle which is uniformly heated. Pyrometer view spots are on the order of a millimeter, so that the temperature of targets irradiated by highly-focussed laser beams cannot be measured. Conventional laser beams(e.g., from a Nd-glass laser operated in the conventional mode) produce a pulse which is uniform over about 7 -9 m m .
One method of assessing the accuracy of the surface temperature measurement is to compute the transient from a first-principles, no-adjustable-parameter heat transfer calculation. Such a calculation is tractable if the experiment satisfies a few simple restraints. . First, the temperature should depend only on time and depth beneath the surface but not on radial position in the solid. The depth of the laser-heated zone is of the order of ( q ) l n where K is the thermal diffusivity of the condensed phase and tp is the width of the pulse. For millisecond-scale pulses in insulators, the thermal penetration depth is of the order of a few tens of microns. If the radius of the uniformly-irradiated spot is much larger than this depth, radial heat conduction can be neglected in the analysis. In addition, a large, uniformly-illuminated spot tends to suppress radial movement of the liquid [23, 35] . This permits the radial convection term in the energy equation to be neglected and justifies the assumption of a flat surface.
Second, if the thermal penetration depth is significantly larger than the optical absorthion length(as it usually is for long pulses), the laser can be considered to be a surface rather than a volume heat source.
Third, the reflectivity(R) of the surface at the wavelength of the laser light must be known in order to convert the specifiable incident laser power density on the surface, h, to the absorbed power density, which drives the heat transport process. The reflectivity of metals and ceramics decrease with increasing temperature [37, 38] .
Fourth, the temporal shape of the laser pulse must be known. The average power density trace is measured by the photodiode (Fig. 3) . However, conventional-mode lasers actually produce a series of very narrow triangular pulses about one half microsecond wide and 1.5 ps apart. This heat input results in a surface temperature which oscillates about the value that a smooth pulse of the same power density as the average of the spikes would produce [39] . The amplitude of the oscillations depends on the physical properties chosen for the calculation, but appears to be from 50 to 100 K for most materials; in effect the surface has a considerable amount of thermal inertia, and unless a special effort is made, neither the pyrometer nor the mass spectrometer will respond to these oscillations.
When strong vaporization and high temperatures are involved, the nonlinearities inherent in the heating process preclude application of standard analytical solutions of the heat conduction equation. Only in the case of surface melting or annealing are such solutions sufficiently accurate. Nonlinear behavior of the governing equations appears in temperature-dependent thermal properties and in the necessity of accounting for the heat effect of vaporization at the surface and melting at the liquid-solid interface.
With the above restrictions, the energy equation in the condensed phase is given by [6] :
where p is the density of the solid or liquid at the surface, k is the thermal conductivity and is an effective heat capacity. The latter provides a reasonably accurate method for accomodating the heat effect of fusion without requiring the more detailed treatment of conduction in a moving two-phase system [40] . The function:
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spreads the melting discontinuity over a small but nonzero temperature range about the melting point Tp while correctly accounting for the enthalpy of fusion, AHp The m e heat capacity of the condensed phase is q. The temperature range over which the heat of fusion is spread, ATF, is chosen so that the partially melted zone occupies a small spatial region compared with the depth of penetration of the thermal disturbance, but large enough to avoid instabilities in the numerical solution of Eq(6). This method is acceptable for the present application because the fraction of the laser input energy required to melt the upper layer of the solid is small. The accuracy of this approximte method of treating melting has been tested by comparing the results with standard solutions to problems of conduction with phase change [41] .
The second term in the parentheses on the left hand side of Eq (6) represents recession of the surface due to evaporation given by Eq(3)(usually only one evaporating species is considered). The backscattering factor in a gasdynamic blowoff can be included in this equation.
The surface boundary condition for Eq (6) is given by the energy balance:
where AHv is the heat of vaporization, E is the emissivity of the surface, CJ is the Stephan-Boltzmann constant and
Tmb is the temperature of the surroundings of the system(300 K). In these equations the surface temperature is denoted by T,. The kinetic energy c d e d off by the departing vapor molecules has been neglected in Eq(8).
However, their momentum is the source of the recoil pressure discussed earlier.
The remaining conditions for Eq (6) are the initial condition
T(z,O) =To
where To is the initial temperature of the solid. The condition representing a semi-infmite medium is:
The above set of equations can be solved numerically by standard partial differential equation solvers in commercial software libraries. The principal output is the time variation of the surface temperature, although subsurface temperatures and the location of the melting front can be extracted if desired. Figure 4 shows the measured and calculated temperature histories following a laser pulse with a peak power density of lo4 W/cmz on uranium dioxide at an initial temperature of 1600 K. The comparison is based on the temperature rise normalized to the temperature rise at the peak temperature in order to illustrate two aspects of the results. First, the agreement between the measured and predicted times of the maximum surface temperature is good. The temperature reaches a maximum at 354 ps following onset of laser irradiation whereas the laser power density peaks at 320 ps. Second, the shape of the measured transient is in good accord with the pmlicted shape.
The principal uncertainty in comparing the experimental and theoretical absolute values of the maximum surface temperature T, , , is in assignment of the surface reflectivity. Fortunately this quantity has been measured for UO, [38] . For pulses which produced measured maximum surface temperatures from 2380 to 3670 K, the calculated values average about 130 K lower than the observed values [35] . 
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The generally good agreement between the observed and computed temperature transients for laser pulsing of uranium dioxide suggests that measuring surface temperatures by optical pyrometry is reasonably accurate and can be generally applied for millisecond-scale laser pulses on most materials, at least those for which the high-temperature reflectivity is either known or so close to unity that errors in this parameter do not significantly affect the measurement. The limit imposed by the onset of plasma emission or shielding of the surface must also be respected.
Species detection by mass spectrometry
One of the principal applications of mass spectrometric detection of the vapor emitted from a laser-heated target is measurement of the thermochemical properties of refractory substances at temperatures beyond the reach of conventional methods. Both the total vapor pressure and the various molecular species in the vapor are of particular interest. In addition, mass spectrometers can be used as time-of-flight detectors to determine the energies of the species emitted from the surface.
Use of a mass spectrometer for this purpose requires extensive calibrations of instrumental sensitivity to the molecules detected and estimation of their fragmentation patterns. These problems are the same as those that have to be dealt with in conventional Knudsen-cell mass spectrometric vaporization studies.
A convenient method of comparing theory and experiment is by calculation and measurement of the number density of particular species in the ionizer. Since mass spectrometers are density-sensitive devices, the instantaneous output signal V(t) is proportional to the instantaneous number density in the ionizer, n(t), or:
where K is an instrumental constant that depends on the geometries of the flight path between the target and the mass spectrometer, the ionizing electron current, the fragmentation pattern, various mass spectrometer efficiency factors and the gain of the electron multiplier. Calibration can be performed by steady-state vaporization of the material or by using laser pulses of sufficiently low energy density that the maximum temperature of the surface is in the range in which the vapor pressure is known.
As explained earlier, the number density in the vapor downstream of the target is not greatly dependent on the extent of intermolecular collisions in the blowoff(provided that only thermally-driven evaporation occurs). For free-molecule vaporization, the number density in the vapor at a distance L from the target is given by a convolution of the vapor pressure (driven by the surface temperature transient T,(t)) and the Maxwellian speed distribution of the emitted molecules[42]:
Here As is the area of the irradiated spot on the target, P(T,) is the vapor pressure of the material at the temperature of the surface(on1y one component is assumed) and k is the Boltzmann constant. Equation(l2) is a theoretical time-of-arrival curve, which can be computed if the vapor pressure is known. It is strictly speaking valid only for free-molecule flow, and indeed it does not correctly predict the arrival time in a gasdynamic blowoff. However, if only the quantity of material removed is of interest, the maximum value of n or its integral over the entire pulse nearly equal for free-molecule and gasdynamic evaporation regimes. In the latter case, however, the right hand side of Eq (12) must be reduced by the backscattering factor discussed earlier. Figure 5 shows an experimental trace of the uo; signal for a relatively weak laser pulse on solid U02(wavy line) and the predicted time-of-arrival curve from Eq( 1 l)(smooth curve). The maximum surface temperature attained in this pulse was 2400 K, where the vapor pressure is too low to initiate a gasdynamic blowoff. The theoretical and experimental curves in Fig. 5 have been normalized at their peak values(the normalization factor is the calibration constant for this species). The excellent fit of the two curves, particularly the time at which the maximum signal occurs and the overall shape, demonstrates that the evaporation mechanism is classical free-molecule flow with the emission rate given by the Hertz-Langmuir equation. melting point of U02 The maximum temperature for this pulse is greater than the critical temperature at which the flow regime is calculated to switch from free-molecular to gasdynamic(which is about 2600 K). The experimental trace shows distinctly nonMaxwellian behavior. Two peaks are observed. One(labe1ed "fast" in Fig. 6 ) arrives earlier than expected for free-molecule vaporization and may be due to gasdynamic acceleration of the flow. The larger peak is slower than expected from free molecule vaporization. Neither peak contains any ions, as was verified by turning off the electron current in the ionizer and also by placing magnetic and electric deflection plates around the vapor plume between between the target and the mass spectrometer. In addition to the clear departure of the shape of the time-of-&Val curve from that expected for equilibrium collisionless vaporization, the quantity of vapor emitted, as measured by the maximum signal, is a factor of nearly 100 smaller than predicted by Eq (12) . This phenomenon is shown in Fig. 7 , whexein the maximum signal is plotted as a function of various measures of the strength of the laser pulse. Up to a peak surface temperature of about 2400 K, the measurement conforms to equilibrium vacuum vaporization. The slope of a line through the data points in this regime is unity and the level of the signal gives the calibration factor. At higher temperatures, however, the signal levels off and practically ceases to increase with laser pulse energy. It should have continued to increase along the extrapolated line of the low-temperature results.
RESULTS -URANIUM DIOXIDE
A number of possible experimental artifacts were examined and discarded as explanations of this discrepancy. This behavior is also observed with ZrOz but not for chromium [29] . The loss of signal at high surface temperatures does not mean that the quantity vaporized is smaller than expected theoretically; it simply may mean that the vapor is not principally U02 In fact, neutron activation analysis of the deposit on collector plates near the target was consistent with vaporization according to Eq( 1).
The best explanation of the phenomon seen in Fig. 7 is that UOz nucleates and grows clusters which, by virtue of their larger mass, are not detected as UO;. This explanation cannot be tested for UOz because even the dimer (U02)2 is beyond the mass range of the instrument. However, laser pulsing of MgO at temperatures above 1700 K showed the presence of masses corresponding to (MgO),, with n = 2,3,6, and 7. The "slow" peak in Fig. 6 is believed to be due to fragmentation of slowly-moving (VO& clusters to produce small quantities of UO;.
A possible reason that metals such as chromium do not show the anamolous levelling-off seen in Fig. 6 whereas oxides such as U02 and 2x0, do is the difficulty of nucleating clusters from atomic monomers. Small clusters formed from single-particle monomers have fewer degrees of vibrational and rotational freedom to absorb the 
-
binding energy of cluster formation compared to clusters formed from molecular monomer units. Gaponov et.
a1. [30] offer a different explanation. The reflectivity of metals for the 1.06 pm radiation from a Nd laser can be as large as 70 -90%, whereas ceramic oxides have much lower reflectivies(for U Q the value is approximately 15%).
The laser light reflected by the metal surface can be absorbed by clusters and cause them to revaporize. Even for low-reflectivity targets, a similar effect can be obtained by reducing the angle between the laser axis and the surface normal, which will cause the laser light to intercept more of the expanding plume than if it impinged on the target at an oblique angle. Gaponov et. al. [30] proposed a criterion for condensation in the expanding gasdynamic plume to occur; The product of the vapor density corresponding to the vapor pressure at the surface temperature and the radius of the irradiated spot should be greater than lo" to lo'* cm' *. When this criterion was met for normal-mode laser evaporation of bismuth, submicron-size spherical particles were observed on collector plates a few centimeters downstream of the target. A detailed discussion of condensation in laser-driven gasdynamic flows is given by Anisimov et al [43] .
--Condensation in a gasdynamic plume is particularly bothersome because it occurs when the surface is at high temperatures where the thermochemical infoxmation is needed. There are several options for dealiig with this problem. First, nothing may need to be done if only ratios of vapor species concentrations is desired rather than absolute values of the equilibrium partial pressures(0r vaporization rates). There is evidence from laser-pulsing of U02 and UC [14, 29] that the ratios of the vapor species do not change drastically as the blowoff changes from free-molecule to gasdynamic in nature. The high temperature equilibium thennochemistry at the surface conditions may be preserved in spite of clustering and cooling during the expansion. Figure 8 compares the predicted and measured ratios UCJU and CJC as functions of the maximum surface temperature reached in a series of shots of different laser energy density. The ratios of the uranium-bearing species agree with the thermochemical models at low temperature , but not at high temperature. The opposite behavior is exhibited by the carbon species. No C, was detected, although this species was predicted thermochemically to be present at partial pressures comparable to those of G. The work of Hastie and Bonnell, on the other hand, suggests that the relative amounts of the C, species emitted from laser-pulsed graphite is in accord with equilibrium expectations [32] . [30] , namely using small irradiated spots and tilting the incident laser beam as close to the normal as possible. It may also be possible to evaporate clusters using a second laser crossing the expanding plume, as has been demonstrated for SF, clusters a supersonic jet [44] . Even more simply, illuminating the vapor plume by a laser flash lamp coiled around the vapor plume may deliver enough energy to dissipate the condensate.
In any case it is clear that more work is needed to elucidate the nature of formation of clusters by condensation of vapor in the gasdynamic expansion of a plume formed by laser irradiation of solid targets. The distibution of cluster sizes in the plume is information of prime importance. This should be accessible by using the reflectron time-of-flight mass spectrometer [45] .
CONCLUSIONS
Laser irradiation with millisecond-width pulses is a useful technique for studying the thermochemistry of refractory solids at very high temperatures. For power densities less than about lo6 W/cm*, the vaporization rate is closely represented by the Hertz-Langmuir formula. Within this regime, two types of vapor blowoff have been identified, namely free-molecule and gasdynamic expansions. The latter regime may be accompanied by nucleation and growth of weakly-bound clusters but the relative concentrations of the various molecular species in the vapor appears to be characteristic of conditions at the emitting surface(i.e., composition and temperature).
In contrast to short(nanosecond-scale) laser pulses, the surface temperature transients mated by long laser pulses can be measured with reasonable accuracy by optical pyrometry, which is essential for thermochemical investigations.
The main unresolved questions connected with thermally-driven vaporization by long laser pulses are the extent of ionization of the vapor and the conditions under which cluster formation occurs. Recently-developed mass spectrometers and novel experimental techniques should lead to a better understanding of clustering and to development of methods of avoiding this phenomenon.
Pulsed-laser vaporization is also a promising method for producing thin films of refractory materials for use in integrated circuits and high-T, ceramic superconductors. Recent work in this field has concentrated on short, high-power-density laser pulsing, but the use of long laser pulse processing may have some advantages. Chief among these are avoidance of chunk or droplet ejection from the irradiated spot and elimination of high-energy ion emission, both of which can lead to less-than-optimum characteristics of the deposited films.
